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APPLICATION: 
To prime substrates before applying thin-layer acrylic (under plasters in colours compliant 
with the substrate colour) or mineral plasters, as well as before applying waterborne 
(emulsion) paints based on acryl and vinyl polyacetate. BOLIX O is particularly recommended 
for priming substrates for BOLIX TM mosaic acrylic plaster. It is used for priming the reinforcing 
layer in EIFS, and absorptive mineral surfaces (such as concrete surfaces, brick and aerated 
concrete walls, cement-based, cement-lime and gypsum plasters as well as gypsum 
plasterboards). The product provides even absorbency and reduces it. Binds surface dust. 
Uniforms the process of curing and drying of the applied plaster. Improves the adhesion of 
mortar and plaster to the substrate and facilitates the plaster application. Prevents dirt from 
being carried from undercoat to plaster coat and eliminates stain development. Increases the 
adhesion of paint coats to the substrate. Protects the primed surface against the adverse 
effects of humidity and prevents the transfer of dirt from the undercoat to the plaster to 
eliminate staining. 
 
SUBSTRATE PREPARATION: 
Sound, even, dry, clear of anti-adhesive layers (such as dust, grease and bitumen) and free of 
microbial and chemical contamination. Remove poorly adhering layers (flaking plaster or 
paint). Cavities of 5-15 mm should be filled with BOLIX W. Then, smooth down the whole 
substrate with BOLIX U adhesive (alternatively with UZ or UZB, if necessary). Cavities up to 5 
mm can be filled with BOLIX U right away (alternatively with UZ or UZB, if necessary). 
In any case, in order to obtain an even and smooth surface, the entire substrate (to be 
plastered) should be covered with BOLIX U (alternatively with UZ or UZB, if necessary). 
If the first filling is insufficient (the irregularities have not been eliminated and the layer is not 
even), repeat this step after the first layer of the adhesive has dried. If it is necessary to 
strengthen the surface, embed a reinforcing fibreglass mesh (at least 145 g/m2) in the 
adhesive mortar layer. If the substrate consists of the reinforcing layer of EIFS, it should be 
applied in accordance with BOLIX Thermal Insulation Instruction No. IB 01/2001. 
 
PRODUCT PREPARATION: 
Before applying, mix the plaster primer until uniform consistency is obtained. 
 
APPLICATION OF THE PRODUCT: 
Apply the primer on the prepared substrate with a brush, roller or by spraying. In optimal 
weather conditions (i.e. temp. +20°C, relative humidity 60%), drying should take about 4-6 h. 
 
RECOMMENDATIONS FOR USE: 
■Do not apply on new cementitious or cement-lime plasters; wait min. 3-4 weeks for the 
substrate to mature. 
■Prime any substrate before applying the plaster. 
■Prime only dry surfaces, and after the binding and curing time for the given substrate has 
lapsed. 
■The product is ready to use. Do not add any other ingredients. 
■Priming should be carried out under fain-free conditions, in air temperature between +5°C 
and +25°C. 
■The product should be applied on substrates with a temperature between +5°C to +25°C. 
■The product can be applied outdoors by spraying only in windless weather. During the 
application, protect eyes and respiratory system. Make sure to follow the occupational health 
and safety rules. Before commencing work, cover and appropriately secure all surfaces within 
the work area that will not be primed. 
■Protect freshly primed surfaces from rainfall and snowfall for approximately 4-6 h. 
■When the priming work is done, wash your hands and the tools with running water. Keep in 
mind that it is difficult to remove the product after it dries. Wipe the surface of any stained 
item with a damp cloth. 
■The primed surface should be completely dry before applying any paint or plaster. 
 
PRECAUTIONS: 
Protect eyes and skin during the application of the product. In case of direct contact with the 
eyes, rinse with plenty of water and seek medical attention. 
 
PRECAUTIONS: 
Protect eyes and skin during the application of the product. In case of direct contact with the 
eyes, rinse with plenty of water and seek medical attention. 
 
REQUIRED TOOLS: 
Brush, roller or spray gun with a compressor unit. 
 
TECHNICAL PARAMETERS: 
Temperature of application:+5°C to +25°C 

Substrate temperature:+5°C to +25°C 
Drying time of one layer: 4-6 h  
Technical data and product properties: 
■Consistency: liquid 
■Colour: milky 
■Bulk density: approx. 1.00 kg/dm3 
 
/all technical data refer to a relative humidity of 60% and a temperature of +20°C/ 
 
CONSUMPTION: 
The consumption of the product on a one-time primed substrate is approx. 0.10÷0.15 kg/m2. 
In order to determine the consumption of the product precisely, we recommend to carry out 
tests on the given substrate. 
 
STORAGE AND TRANSPORT CONDITIONS: 
Store in tight and original, undamaged packaging in temperature between +5°C and +25°C. 
Protect from excessive heat and frost. The shelf life of the product is 12 months from the 
production date given on the packaging. Keep out of reach of children. 
 
COMPOSITION: 
Produced in a liquid form of milky colour and faint odour. Consists of acrylic and polymer 
dispersions and modifiers. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
BOLIX S.A. guarantees product quality but has no control over its application and use. BOLIX 
takes no responsibility for contractors' and distributors' performance. The information 
supplied herein is given in good faith based on our current knowledge and latest application 
methods. The information provided cannot replace designer's and contractor’s expertise and 
does not dismiss anyone from observing good practice and the OHS regulations. Should you 
have any further queries, carry out necessary tests or contact BOLIX Customer Technical 
Support. The publication of this Technical Data Sheet renders older editions invalid.

 
 


